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WARNING
Potential ignition sources
This product is NOT approved for use in
hazardous/flammable atmospheres, e.g. an
engine room.

WARNING
Product installation
This equipment must be installed and operated in
accordance with Green Marine' s instructions
provided. Failure to do so could result in poor
product performance, personal injury, and/or
damage to your boat.

WARNING
Electrical safety
Make sure you have set the boat’s power supply
to OFF before you start installing this product.
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WARNING
Navigation aid
When this product is used within a navigation
system, it is only an aid to navigation. It’s accuracy can be affected by many factors, including
equipment failure or defects, environmental
conditions and improper use or handling. It is the
user’s responsibility to exercise common
prudence and navigational judgements. This
product should not be relied upon as a substitute
for such prudence and judgement. Always maintain a permanent watch so that you can respond
to situations as they develop.

CAUTION
Cleaning
DO NOT use acid, ammonia based or abrasive
products.
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IMPORTANT INFORMATION
EMC conformance
All Green Marine displays and accessories are de signed to the best industry standards
for use in the mari ne environment. The design and manufacture of Green Marine
displays and accessories conform to the appropriate ElectroMagnetic Compatibility
(EMC) standards, but correct installation is required to ensure that performance is not
compromised.

Waste Electrical and Electronic Equipment Directive

The Waste Electrical and Electronic Equipment (WEEE) Directive requires the recycling
of waste electrical and electronic equipment. While the WEEE Directive does not apply
to some of Green Marine's products, we support its policy and ask you to be aware of how
to dispose of our products.
The crossed out garbage bin symbol, illustrated above, and found on our products
signifies that this product should not be disposed of in general waste or landfill facilities.
Please contact the marine electronics dealer you purchased this product from,
or Green Marine customer support for information on product disposal.

Restriction of the use of certain Hazardous Substances

Green Marine displays use components that comply wi th the requirements of the
restriction of the use of certain Hazardous Substances (RoHS) Directive 2002/95/ EC.

Warranty
To register your new Green Marine display, please go to:

www.greenmarinemonitors.com
It is important that you complete the owner information to receive full warranty
benefits, including notification of software updates if they are required.
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Packing List
Before installation, please ensure the following items have been shipped:
z
1 x Green Marine PILOT-19 Marine Display
z
4 x Mounting bracket lugs and 4 stainless steel threaded studs
z
1 x Printed Cut-Out Template
z
1 x Printed User Manual

If any of these items should be missing or damaged,
please contact your dealer
摡浡来搠灬敡獥潮瑡捴⁹潵爠摥慬敲
or sales representative immediately.
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1.0 INTRODUCTION
About Green Marine PILOT-19 Displays
Green Marine's Pilot-19 marine displays are equipped with quality
AR glass and are specifically engineered to only be used in indoor applications.
You will soon become familiar with the quality difference in this bright, sunlight
readable (0 to 800 nits) display.
Green Marine's PILOT_19 displays have been developed to be used as part
of an integrated marine navigation system or within an entertainment system.
The displays, available in 19” size, are suitable for pilot house use only.

Green Marine's PILOT-19 displays are designed with a very slim case
to expand mounting options. Front-mounted controls and a dimming knob insure
these displays are user-friendly. We have incorp orated the latest optical engineering to
achieve optimal viewability in all lighting conditions, including direct sunlight. The
PILOT-19's power efficient, low heat design results in increased reliability and
longevity required for mission critical deployment.
This manual contains important information on the installation, operation and
maintenance of your Green Marine Pilot-19 marine display(s).
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2.0 CONTROL AND FEATURES
Your PILOT-19 marine display has the following controls and features:

Front View

Display Screen

Function Control
Buttons

Power
Button

Back View

FUSE

10A Max

9-36V
DC
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DVI VGA

VR
Knob

3.0 INSTALLATION
It is important that your new display is installed and operated in accordance with the
instructions provided in this manual. Failure to do so could result in poor product
performance and may invalidate your warranty.
When planning the installation the following points must be considered:

• The display should be installed in an area where there is proper and adequate
ventilation (min. 6 inches / 15cm clearance) . If it is possible to cool the area behind
the display, it will significantly reduce the risk of a malfunction.

IMPORTANT: Your PILOT-19 display is not waterproof from the front. Care must be taken
to not spill any liquids on the front glass of the display.

The PILOT-19 marine display is designed to be mounted in two configurations:
VESA75 / VESA100 MOUNT
Green Marine's PILOT-19 marine displays are compatible with VESA75 and VESA100
mounts. By installing the display(s) with a compatable VESA mount the user can change
the displays angle to improve viewability. Before the display is mounted, power and signal source
should be connected and the display should be held at approximate mounting location to check viewing
angle for satisfactory picture quality.
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Mounting holes built into the back surface of the display allow it to be mounted
by rear mount using VESA75 or VESA100 compatible mounts.

PANEL (Flush) MOUNT
For installation, there are four tapped mounting slots on both sides of the display.

The mounting hardware packet is included with the product accessories in the
shipping box. This packet includes four (4) stainless steel threaded studs and
four (4) mounting lock nuts.
Pilot-19 displays can be installed using the mounting lock nuts (supplied) in the
vertical keyways. Make sure that both brackets are installed in the same orientation.

Preparing the installation site
1. Select an installation site that has sufficient space behind it for cable connections
and ventilation.
2. Tape the supplied flush mount template in the required position.
3. Using a jigsaw, carefully remove the shaded portion of the template.
4. Using a suitable file, smooth the edges of the opening.
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Installing the display
1. Carefully insert the display into the opening so the gasket on the backside
of the bezel edge lays flat against the front edge of the cut out.

2. Place the mounting bracket lugs into the keyways and move them to the rear, securing
the bracket to the display.
3. Using a suitable allen key, tighten the mounting bracket screws to secure the
monitor in position and compress the gasket.
NOTE: If console is thicker than 6/16 inch (10mm), caps on the ends of the screws may be
removed to provide additional clearance

10

4. Connect all cables as required - see “Rear connections” below.

Rear connections

1 2

3

4

The rear connectors are:
1.
2.
3.
4.

FUSE
Power Input
DVI Input
VGA Input

Planning the installation
Before you install your display, the following points should be considered:
• Power requirements.
• Display location and mounting options.
• Additional accessories, e.g. keyboard or speakers.

Power requirements
Your Sunlight Viewable display is designed to run on a boat’s DC power systems rated at 12 V
or 24 V. Your PILOT-19 display is equipped for a 9~36V DC wide range of power input.
The DC power system should be either:
• Negative grounded, with the negative battery terminal connected to the boat’s
ground,
• Floating, with neither battery terminal connected to the boat’s ground.
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Display location and mounting options
Your display can be mounted using the flush mounting clamps supplied. Green Marine
recommends that you power the unit on and select a suitable mounting location prior to
installing the display.
When planning the display location, the following points should be considered to ensure
safe, comfortable, and reliable operation:

• Convenience- the mounting location should be easily accessible to allow operation of
the front control buttons and should enable easy viewing of the display.

Power connections
The power connection to the display should be made at either the output of the battery
isolator switch, or at a DC power distribution panel. Green Marine recommends that power is
fed directly to the display via its own dedicated cable system and MUST be protected by
a thermal circuit breaker or fuse fitted close to the power connection. If you do not
have a thermal circuit breaker or fuse in your power circuit, you MUST fit an in-line
breaker or fuse to the positive (red) lead of the power cable.

Power connector

• Viewing angle - this LCD has been chosen to give the very best performance, including
viewing angle. However, the contrast and colors seen on all LCD displays vary slightly
with viewing angle. Before the display is mounted, power and signal source should be connected
and display should be held at approximate mounting location to check viewing angle for satisfactory
picture quality.
• Environment - to prevent overheating, do not restrict airflow at the rear of the
display. If the space behind the display is air conditioned or cooled by a fan, it will help in
keeping the unit’s temperature down when mounted in direct sunlight.
FAILURE TO ADEQUATELY VENTILATE THE UNIT COULD INVALIDATE YOUR WARRANTY.
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Typical Installation Diagram

Remarks: The installation diagram above is only for reference and will differ
for different kinds of applications.

13

4.0 OSD OPERATIONS

Left

Menu
(Up-Down)

Right
(Signal Source)

Power

Introduction
PILOT-19 displays can be controlled using the On Screen Display
(OSD) buttons on the keypad on the front bezel of the unit.

Using the buttons
Each of the 4 buttons on the keypad has a control function.
The “Menu” button and the right arrow button have miltiple functions.

POWER
Power Button On
To power your display ON, press the power button one time. There are a few seconds
delay before the display turns on.This delay is part of the displays protection against
any surge voltage from the engine.

Power Button Off
To power your display OFF, press the power button again.
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Signal Source:

To select a signal source press the -“right” arrow key and the on screen menu blelow will appear.

There are 2 signal source options to choose from, VGA and DVI.
The current signal source will be highlighted
in red. If VGA is current source press the
“right” arrow key to hightlight DVI. Then press the “Menu” button to confirm.
If DVI is current source press “left” arrow key to highlight VGA. Then press “Menu” button to confirm.
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MENU (OSD) Button
When the menu button is pressed the on-screen menu display pictured below will appear.
The top of the on-screen menu shows the current signal source, resolution, and panel timing.
This information is not changable by user.

There are 5 sub pages to choose from, Brightness, Signal Source, Color, Image, and Tools
as well as Exit button.
Navigation: When in the on-screen menu display the “Menu” button is used to select the highlighted function.
This may move you into the next sub-menu or out of a current sub-menu. The “right” and “left” arrow keys
are used to move the highlighted cursor right and left or increase or decrease a selected option.

OSD Brightness:

Potentiometer: NOTE: do not change this selection from “VR”. If this icon does not say “VR”
dimming knob will not work.

Contrast: Press “menu” and “right” you can adjust the contrast from “0” to
“100” by pressing the “left” and “right”.

Exit: You can exit this sub menu back to normal screen.

Signal Source: See page 15 above for best way to change signal source.
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Color:

Auto Color: by press this “Auto Color” option, you can get the optimal color
performance.
SRGB: Windows standard color setting.
Color Temperature: You can have 3 options in this selection ,
have User/6500/9300

Color Temperature User

Color Temperature_6500K
Color Temerapture_9300K
Exit: back to the normal screen.
“User mode”, “6500K” (Warm color scheme), “9300K (Cold color scheme).
Default is “user”, and inside all “R”, “G”, and “B” are set “100”
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Image:

Auto ajust:Pressing this option, the picture will adjust the optimal frequency
of horizontal and vertical. You will see “Auto tune….” On the screen for around
3 seconds.
Clock: If you are not satisfied about the Auto tune result, you can adjust
manually by “Clock”.
The screen will be “wider” if you adjust this function.
Phase: If you see “double image” on characters, you can adjust “Phase” to
make it perfect image.
HPos: You can shift the screen horizontally by this function.
Vpos: You can shift the screen vertically by this function.
Exit: Back to normal screen.

18

TOOLS :

Osd Control: Select this option, you will see 4 more options:
Factory_Reset: By pressing this, the screen will be back to the factory setting
on very beginning and lost all the personal settings.
Sharpness: You can make the characters looks sharper.
Exit

Osd_time: You can selection the time of OSD from 2 sec. to 16 sec.
Default is 6 sec.
Osd_HPos: You can move the OSD horizontally over the screen.
Osd_VPos: You can move the OSD Vertically over the screen.

Exit: back to main menu.
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KEY LOCK MODE:
OSD Lock Function: It is possible to lock all the OSD buttons to prevent unauthorized changes to occur
by pressing “Menu” and “right >” buttons simultaneously. You will see the “lock” icon below on the
center of the screen for 3 seconds. If any button is pushed after the lock function is initiated, the
below icon will appear on the screen.'

To release the OSD lock, press “Menu” and “Right >”. The below icon will appear on the center of the
screen for 3 seconds. Now all OSD keys are active again.
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5.0 Technical Specification- PILOT-19
LCD Display
Backlight

19 inch LED Backlight

Active Display Area
Brightness

376.32 x 301.06mm

Resolution

1280x1024 (SXGA)

Contrast Ratio
Pixel Pitch (mm)

1,000:1
0.294(H) x 0.294 (V)

Viewing Angle

160 (H), 160(V)

Display Color

16.7M

Response Time

5ms

Inputs

VGAx1, DVIx1

800 cd/m2 *

Mechanical
IP Rating

Pilot-house use only - Not waterproof

Construction

Rugged Steel Chassis

Mounting

Panel (Flush) mount, VESA mount

Dimension

421.9(w)x375.5(H)x57.7(D) mm

Power
Voltage

Operates on 12V and 24V systems

Power Consumption

20W / 1.6A (12V)

Environmental
Operating Temperature

-10°C~50°C

Non-Operating Temperature

-20°C~70°C

* The brightness is measured under the 25°C ambient temperature.
Due to panel material's deviation, different panel suppliers will set different
specific variance range to optical characteristics. The factors of time used, Lamp
current, ambient temperature will influence the optical measurements.
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